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ENERGY STAR Rated Products

Model

DIMENSIONS

Vertical/Counterflow Horizontal

W (width) D (depth) H (height) W (width) D (depth) H (height)

SM024 22.5 26.0 43.3 25.1 64.1 19.7

SM036 24.5 33.3 54.0 28.0 76.0 22.7

SM048 24.5 33.3 54.0 28.0 76.0 22.7

SM060 26.0 33.3 60.1 28.0 83.0 22.7

SM070 26.0 33.3 60.1 28.0 83.0 22.7

Note: Dimensions measured in inches. Add 0.5” for base support rail on all horizontal units.
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Ordering Information

Greensource CDi Series 
geothermal heat pumps are 
available as SM Models from  
2 to 6 tons.
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ASHRAE/AHRI/ISO 13256-1.  ENGLISH (I-P) UNITS PERFORMANCE DATA

Entering Water Temperatures

Load Water Loop (WLHP) Ground Water (GWHP) Ground Loop (GLHP)

Full 86° F 68° F 59° F 50° F 77° F 32° F

Part 86° F 68° F 59° F 50° F 68° F 41° F

Capacity and Efficiency Data
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SM
02

4

VT/CF 6.0 Full 26200 17.7 30300 5.6 29400 26.4 24700 4.9 26900 20.3 18700 4.1

VT/CF 6.0 Part 19600 19.3 22800 6.5 22400 32.1 18200 5.2 21300 27.8 15500 4.4

HZ 6.0 Full 25500 17.4 29200 5.6 29000 26.5 23500 4.9 26600 19.9 18000 4.1

HZ 6.0 Part 18500 18.9 21200 6.5 21700 33.6 16700 5.1 21000 28.1 14400 4.4

SM
03

6

VT/CF 10.0 Full 39300 18.6 46300 6.2 44300 27.1 36700 5.4 40200 21.0 28200 4.4

VT/CF 10.0 Part 28900 20.4 33100 7.2 32800 35.0 26000 5.5 31600 30.0 22000 4.7

HZ 9.0 Full 39000 19.0 42800 5.6 43300 28.0 35900 5.1 40800 22.0 28400 4.3

HZ 9.0 Part 29000 22.2 31000 6.5 32600 37.0 25200 5.2 31900 32.0 22400 4.7

SM
04

8

VT/CF 12.0 Full 50500 16.7 60300 5.6 56900 25.2 49200 4.9 51800 19.3 38200 4.2

VT/CF 12.0 Part 37100 18.3 44200 6.2 42600 32.2 35500 5.0 40100 26.8 30600 4.5

HZ 12.0 Full 49200 16.6 56100 5.3 55300 25.3 46300 4.7 51300 19.3 36900 4.0

HZ 12.0 Part 36700 18.9 40900 6.2 42000 33.8 33700 5.2 39900 27.8 29800 4.5

SM
06

0

VT/CF 15.0 Full 62500 16.2 78300 5.4 71600 24.0 62400 4.7 63900 18.6 48600 4.0

VT/CF 15.0 Part 46400 17.7 57600 6.0 53500 30.6 45900 4.9 51100 26.7 39900 4.4

HZ 15.0 Full 63800 17.0 73300 5.2 70200 24.4 60300 4.6 65100 18.9 48000 3.9

HZ 15.0 Part 47500 18.7 53600 5.8 53300 31.2 44300 4.8 51600 26.5 39800 4.4

SM
07

0

VT/CF 18.0 Full 69700 15.6 88900 5.0 78900 22.1 72600 4.4 71500 17.3 56000 3.8

VT/CF 18.0 Part 52900 16.4 67700 5.5 61200 26.9 53800 4.6 58100 23.3 46100 4.1

HZ 18.0 Full 71600 16.3 84000 5.1 78700 23.1 70000 4.5 73700 18.5 55300 3.8

HZ 18.0 Part 55200 17.8 64900 5.7 60800 28.5 52900 4.8 60300 25.4 46900 4.3


