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The combination of fan-forced efficiency, counterflow heat
delivery and sealed combustion makes Cozy Direct-Vent
Counterflow Wall Furnaces the perfect heater for multi-story
units, room additions, garage apartments, vacation homes,
and more. Cozy Top-Vent Counterflow Wall Furnaces can be
mounted on any inside or outside wall, allowing maximum
installation flexibility. The powerful, thermostatically-
controlled blower draws cool air into the upper grill and
delivers warm air at floor level, distributing heat uniformly
throughout the room. The end result is economical operation
and complete Cozy comfort.

Top-Vent

Direct-Vent

*Optional side and rear outlet kits (Top-Vent only) are
available as well as side outlet for Direct-Vlent models for
adjacent room heating.
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COZY VALUE FEATURES:
e |\Wall Thermostat

¢ Standing Pilot (Low BTU) or
Intermittent Ignition Device e Multi-Port
Stainless Steel
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e Aluminized, Continuous
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Seam-Welded Combustion Burner

Chamber e Optional Side Outlet Kits
* Resettable “Blocked Flue” e Mounts Quickly and Easily

Safety Device Between Wall Studs

e Thermostatically Controlled e Optional Cabinet Trim Kit
Blower

e Manual Spark
Igniter
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Cozy Heating Systems LLC
phone - 502.589.5380
fax - 502.589.5382

www.cozyheaters.com
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COUNTERFLOW
DIRECT-VENT & TOP-VENT
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Direct-Vent Counterflow Specification

Counterflow Specification ‘ : ]

: Models with
Intermittent Ignition

Models with
Intermittent Ignition

DVCF DVCF DVCF DVCF DVCF DVCF DVCF DVCF

Model # CF403 CF404 CF553 CF554 CF407 CF408 CF557 CF558 403 404 553 554 407 408 567 558
Type Control 24\olt 24 Volt 24 Volt 24 Volt 24 \Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt 24 Volt
Type Gas Nat. LP Nat. L.P. Nat. L.P. Nat. L.P. Nat. LP Nat. LP Nat. L.P Nat. LP

BTU Input / Hr 40,000 40,000 55,000 55,000 40,000 40,000 55,000 55,000 40,000 40,000 55,000 55,000 40,000 40,000 55,000 55,000

Vent Size (Oval) 47! 4Yl 4!7 4!7 4!7 4!7 411 417 - - - - - -
Gas Inlet 1/2” 1/2” 172" 172" 1/2” 1/2” 1/2" 1/2" 1/2” 1/2” 12" 12" 1/2” 1/2” 1/2” 1/2"
Serslons 14-5/16"w 14-5/16"w 14-5/16"w 14-5/16"w 14-5/16"w 14-5/16"w 14-5/16"w 14-5/16"w
WxDxH x10-1/4"d x 10-1/4"d x10-1/4"d x 10-1/4"d x 11-3/4d x 11-3/4"d x 11-3/4"d x 11-3/4d
XX x 81-5/16”h x 87-5/16"h x 81-5/16"h x 87-5/16"h x 78-5/8"h x 87-5/16"h x 78-5/8"h x 87-5/16"h
Amps 225 225 225 225 2.55 2.55 2.55 2.55 1.95 195 305 3.05 2.2 2.25 8383 3.35
Blower Speed 2 2 2 2 2 2 2 2 1 1 2 2 1 1 2 2
CFM 440 440 440 440 440 440 440 440 320 320 440 440 320 320 440 440

Shipping Weight 104 Ibs 104 lbs 107los 107 1Ibs 1041bs 104 1bs 107 1Ibs 107lbs  130lbs 130lbs 1441Ibs 1441bs 1301Ibs 130Ibs 144 |bs 144 Ibs

Direct-Vent Counterflow

Top-Vent Counterflow
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*Warning: All Cozy Natural Gas and LP units must be installed by a certified installer.



