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Bracket & Bracket Kits

DIRECT DRIVE MOTOR MOUNTING BRACKETS
UNIVERSAL MOTOR MOUNTING 
BRACKETS

Lau’s Universal Motor Mounting 
Brackets accommodate 10" and 12" 
Blowers (includes mounting hardware).

	 Part No. for 42-Frame	 Part No. for 48-Frame 	 Blower 
	 Motors (5" Dia.)	 Motors (5 5⁄8" Dia.)	 Sizes
	 02869101	 02869201	 10"
	 N/A	 05409101	 12"

MOTOR MOUNTING BRACKET

FLEXIBLE MOUNT “BELLY” BAND ADAPTER

Adapts either to a 5" diameter motor (42-frame), or a 55⁄8" (48-frame) 
to mount on 9" and 10" Blowers.

KNOCK DOWN BRACKET KITBEARING BRACKETS FOR 
BELT DRIVE BLOWERS

When combined with a pair of 3/4" Lau Bearings, 
can also replace obsolete flange bearing #38208201.

One-Piece Bracket 
(sold individually)

	Part No.	 Description	 A	 B	 OD* 
	
00896004

	 18" Belt Drive 	
95⁄16"	 813⁄16"	 21⁄2"

	
		  Blower (1)

01443102
	 15" Belt Drive 	

713⁄16"	 77⁄16"	 21⁄2"		  Blower (1)		

01573001
	 12" Belt Drive 	

65⁄16"	 6"	 21⁄2"
	

		  Blower (1)	

*OD as measured over 
rubber cushion.

NOTE: 18" version has 2 belt holes on each bracket leg.

For easier installation. Accommodates 
bearings that have 113⁄16" O.D. (Fits up to 
181⁄2" bolt circle.)

	 Part No.	 O.D. of 
	 (Pair)	 Rubber Cushion

	 38269901	 113⁄16"

19.25" Overall Diameter

(Packaged in pairs with  
shaft and hardware group.)

•	 Ideal for replacing obsolete pillow blocks and streamlined bearings and can be used in some 
evaporative cooler applications.

•	 Completely assembled and ready to mount, fits most blowers from 9" to 16" sizes. 
•	 Sintered bronze ball assembly assures maximum vibration absorption, quiet operation and 

constant self-alignment.	

	 Part Number	 Shaft Diameter	 Maximum HP	 Shaft Length
	 02917501*	 3/4"	 3/4 HP	 20"
	 02917601	 1"	 1 HP	 25"
*02917501 also replaces obsolete Part Number 38208201.

SLEEVE BEARING BRACKET KIT

BELT DRIVE MOTOR MOUNTING BRACKETS

MOTOR BRACKET SIZE CHART (MAXIMUM 11⁄2 HP)

Model	 A9-9	 A10-10	 A12-12	 A15-15	 A18-18
Part No.	 01944735	 01944713	 01944703	 01944716	 01944737

MOTOR BRACKET SIZE CHART (MAXIMUM 3⁄4 HP)

Model	 A9-6	 A9-7	 A9-9	 A10-8
Part No.	 00690205	 00690204	 00690219	 00690206

Model	 A10-10	 A12-9	 A12-12	 A15-11
Part No.	 00690207	 00690201	 00690202	 02467702

Model	 A15-15	 A18-13	 A18-18
Part No.	 02467703	 00920504	 00920502

	 Part No.	 Fits	
	 05407401	 5" Motor
	 05407402	 55⁄8" Motor

Supported from the housing venturi, mounting  
brackets are adjusted for motors 31⁄2" to 61⁄8" in  
length and accommodates a 48-frame motor. 
Adjusts to various wheel widths.

	 Part No.	 Fits	
	 38251401	 9" Blower
	 38251501	 10" Blower
	 02612601	 11" Blower
	 02612601	 12" Blower

BOLT ON BEARING 
BRACKET

Come in packs of 3. 

Not in stock and require a  
4-6 week lead time. There is  
no minimum order required.

	 Part No.	 Fits		
	 05486601	 9" Blower
	 05486701	 10" Blower
	 05486801	 11" or 12" Blower
	 05486901	 12" Blower

All necessary hardware 
furnished

BLOWER PARTS &
ACCESSORIES


