
Specifications
POWER CORD Configurations

15 AMP 115V
PARALLEL

A
5-15P

15 AMP 230V
TANDEM

B
6-15P

• •

20 AMP 230V
TEE

C
6-20P

30 AMP 230V
TANDEM

D
6-30P

•

Always wait to cut an opening 
until the unit arrives and 
dimensions can be verified.

IMPORTANT!

Square Feet
to be

conditioned

 Square 
Meters to be 
conditioned

Capacity 
Needed 
(BTUH)

100 - 150 9.3 - 13.9 5,000

150 - 250 13.9 - 23.2 6,000

250 - 300 23.2 - 27.9 7,000

300 - 350 27.9 - 32.5 8,000

350 - 400 32.5 - 37.2 9,000

400 - 450 37.2 - 41.8 10,000

450 - 550 41.8 - 51.1 12,000

550 - 700 51.1 - 65.1 14,000

700 - 1,000 65.1 - 92.9 18,000

1,000 - 1,200 92.9 - 111.5 21,000

1,200 - 1,400 111.5 - 130.1 23,000

1,400 - 1,500 130.1 - 139.4 25,000

1,500 - 2,000 139.4 - 185.8 30,000

Use the chart below as a quick 
reference in determining which 
unit(s)	will	fit	your	needs

Guidelines from www.energystar.gov

Energy Star recommends increasing 
capacity by 10% for a sunny room,  
decreasing by 10% for shaded room. 

If used in a kitchen, add 4,000 BTUHs 
to the total.

If more than two people regularly use the 
room, add 600 BTUH for each additional 
person.

Sizing Guidelines

RG-51M 5,000 100-150 11.1/11.0 N/A 115 1.27 No
RADS-51L* 5,000 100-150 11.2 N/A 115 1.27 Yes
RAD-61L 6,000 150-250 9.7 N/A 115 1.48 Yes
RADS-61M* 6,000 150-250 11.2/11.0 N/A 115 1.48 Yes
RAD-81L 8,000 300-350 9.8 N/A 115 1.90 Yes
RADS-81M* 8,000 300-350 11.3/11.2 N/A 115 1.90 Yes
RADS-101M* 10,000 400-450 11.3/11.3 N/A 115 2.32 Yes

RAD-121L 12,000 450-550 9.8 N/A 115 2.54 Yes
RADS-121M* 12,000 450-550 11.3/11.2 N/A 115 2.54 Yes
RADS-123M* 11,700/12,000 450-550 11.11.2 N/A 208/230 2.54 Yes
RADS-151M* 15,000 600-700 11.2/11.1 N/A 115 3.17 Yes
RADS-183M* 18,200/18,500 700-1000 11.2/11.2 N/A 208/230 3.80 Yes
RADS-223L* 21,700/22,000 1000-1300 9.8 N/A 208/230 4.86 Yes
RADS-253M* 24,700/25,000 1400-1500 9.8/9.8 N/A 208/230 5.71 Yes
RAD-283L 28,000/28,500 1500-1700 8.5 N/A 208/230 6.34 Yes

REG-81M 8,000 300-350 10.9/10.9 3,500 115 1.48 Yes
REG-123M 11,600/12,000 450-550 10.9/10.9 8,500/11,000 208/230 2.54 Yes
REG-183M 18,200/18,500 700-1000 10.7/10.7 13,000/16,000 208/230 3.80 Yes
REG-183L-20A 18,200/18,500 700-1000 9.7 9,100/11,200 208/230 3.80 Yes
REG-253M 24,700/25,000 1400-1500 9.4/9.4 13,000/16,000 208/230 5.71 Yes

BG-81M* 8,000 300-350 9.8/9.7 N/A 115 1.90 Yes
BG-101L* 10,000 400-450 9.8 N/A 115 2.32 Yes
BG-103L* 9,800/10,000 400-450 9.8 N/A 208/230 2.32 Yes
BG-121M* 12,000 450-550 9.8/9.7 N/A 115 2.54 Yes
BG-123L* 11,700/12,000 450-550 9.8 N/A 208/230 2.54 Yes
BG-143M 13,600/14,000 550-700 9.3/9.3 N/A 208/230 2.96 Yes
BGE-103M 9,800/10,000 400-450 9.6/9.6 8,600/10,600 208/230 2.32 Yes
BGE-123M 11,700/12,000 450-550 9.5/9.5 8,600/10,600 208/230 2.54 Yes
BGE-143L 13,600/14,000 550-700 8.5 8,600/10,600 208/230 2.96 Yes

RAH-123M 11,200/11,600 450-550 9..9 9,900/10,200** 208/230 3.17 Yes
RAH-183M 17,000/17,300 700-1000 9.9 14,000/14,300** 208/230 4.65 Yes

CD-81M 8,000 300-350 10.9/10.8 N/A 115 1.9 Yes
CD-101M 10,000 400-450 10.4/10.4 N/A 115 2.32 Yes
CD-121L 12,000 450-550 9.5 N/A 115 2.54 Yes

PS-81A 8,100 300-350 8.9 N/A 115 1.90 Yes
PS-101A 10,000 400-450 8.9 N/A 115 1.90 Yes
PS-121A 12,000 450-550 8.9 N/A 115 2.54 Yes
PSH-141A 14,000 550-700 8.9 N/A 115 2.96 Yes

E
E

R
/C

EE
R

Co
ol

in
g

Ca
pa

ci
ty

BT
U/

Hr

M
od

el

El
ec

tr
ic

 (V
ol

ts
)

Ap
pr

ox
. S

q.
Ft

. C
oo

lin
g

Hu
m

id
ity

 R
em

ov
al

Pi
nt

s/
Hr

He
at

in
g 

Ca
pa

ci
ty

BT
UH

 (e
le

ct
ric

)

Re
m

ot
e 

Co
nt

ro
l

COOLING 5,000 to 10,000 BTUH

COOLING 12,000 to 36,600 BTUH

COOLING WITH ELECTRIC HEAT

HEAT PUMPS

THRU-THE-WALL SERIES

CASEMENT SERIES

PORTABLE A/C

17 * Energy Star® rated  ** Heat pump capacity 



RG-51M No 2 136 2 4.0 N/A 55/51 15 No Yes A 35/16 45 12 x 16 x 157/16

RADS-51L* No 3 129 3 3.88 N/A 55/52/49 15 No Yes A 35/16 45 12 x 16 x 157/16

RAD-61L No 3 129 3 5.4 N/A 55/52/49 15 No Yes A 35/16 43 12 x 16 x 157/16

RADS-61M* No 3 148 3 5.0 N/A 56/54/52 15 No Yes A 5 52 137/16 x 181/2 x 153/4
RAD-81L No 3 194 3 7.4 N/A 59/56/52 15 No Yes A 5 54 137/16 x 181/2 x 153/4
RADS-81M* No 3 214 3 6.2 N/A 59/56/52 15 No Yes A 5 55 137/16 x 181/2 x 153/4
RADS-101M* Yes 3 285 3 7.8 N/A 59/55/53 15 No Yes A 75/16 69 145/8 x 19 x 211/2

RAD-121L Yes 3 288 3 11.0 N/A 61/57/54 15 No Yes A 75/16 73 145/8 x 19 x 211/2
RADS-121M* Yes 3 288 3 9.5 N/A 61/57/54 15 No Yes A 75/16 75 145/8 x 19 x 211/2
RADS-123M* Yes 3 288 3 5.1/4.7 N/A 60/58/55 15 No Yes B 75/16 77 145/8 x 19 x 211/2
RADS-151M* Yes 3 382 3 11.7 N/A 59/56/52 15 Yes Yes A 8 118 1715/16 x 235/8 x 257/16

RADS-183M* Yes 3 446 3 7.8/7.3 N/A 60/57/54 15 Yes Yes B 8 129 1715/16 x 235/8 x 257/16

RADS-223L* Yes 3 529 3 10.9/10.0 N/A 62/60/58 15 Yes Yes B 10 138 185/8 x 261/2 x 261/2
RADS-253M* Yes 3 523 3 12.4/11.3 N/A 63/61/58 20 Yes Yes C 10 145 185/8 x 261/2 x 261/2
RAD-283L Yes 3 547 3 16.0/14.8 N/A 63/61/58 30 Yes Yes D 10 154 185/8 x 261/2 x 261/2

REG-81M No 3 277 3 6.3 11.6 58/55/52 15 Yes Yes A 61/8 82 161/8 x 225/8 x 23
REG-123M No 3 279 3 5.2/5.0 16.0/14.5 61/58/55 20 Yes Yes C 61/8 93 161/8 x 225/8 x 23
REG-183M Yes 3 446 3 8.3/7.7 22.0/20.0 60/57/54 30 Yes Yes D 8 131 1715/16 x 235/8 x 257/16

REG-183L-20A Yes 3 447 3 9.1/8.4 16.0/14.8 60/57/56 20 Yes Yes C 8 127 1715/16 x 235/8 x 257/16

REG-253M Yes 3 523 3 12.4/11.3 22.5/20.0 63/61/58 30 Yes Yes D 10 147 185/8 x 261/2 x 261/2

BG-81M* No 3 270 3 7.8 N/A 57/54/52 15 No Yes© A 18 76 141/2 x 241/4 x 205/16

BG-101L* No 3 285 3 9.8 N/A 57/53/49 15 No Yes© A 18 72 141/2 x 241/4 x 205/16

BG-103L* No 3 288 3 5.0/4.6 N/A 61/58/56 15 No Yes© B 18 78 141/2 x 241/4 x 205/16

BG-121M* No 3 286 3 11.5 N/A 61/59/56 15 No Yes© A 18 86 141/2 x 241/4 x 205/16

BG-123L* No 3 288 3 5.9/5.5 N/A 61/59/57 15 No Yes© B 18 82 141/2 x 241/4 x 205/16

BG-143M No 3 296 3 7.5/6.9 N/A 61/60/59 15 No Yes© B 18 89 141/2 x 241/4 x 205/16

BGE-103M No 3 269 3 5.4/5.0 15.0/13.5 57/55/53 20 No Yes© C 18 85 141/2 x 241/4 x 205/16

BGE-123M No 3 286 3 5.9/5.5 15.0/13.5 61/59/57 20 No Yes© C 18 89 141/2 x 241/4 x 205/16

BGE-143L No 3 312 3 8.3/7.4 15.0/13.5 62/60/58 20 No Yes© C 18 84 141/2 x 241/4 x 205/16

RAH-123M No 3 265 3 5.3/5.1 5.6/5.1 72/70/68 20 Yes Yes C 61/8 110 161/8  x 23 x 225/8
RAH-183M Yes 3 541 3 7.8/7.3 8.8/8.3 72/70/68 20 Yes Yes C 10 159 185/8  x  261/2 x 261/2

CD-81M Yes 3 264 3 6.6 N/A 54/51/48 15 No Yes A 81/2 82 2015/16 x 145/8 x 231/2
CD-101M Yes 3 323 3 8.5 N/A 61/58/56 15 No Yes A 81/2 85 2015/16 x 145/8 x 231/2
CD-121L Yes 3 312 3 11.6 N/A 61/59/56 15 No Yes A 81/2 91 2015/16 x 145/8 x 231/2

PS-81A Yes 3 198 3 8.2 N/A 49/46/43 15 N/A Yes A N/A 63 2713/16 x 1615/16 x 135/16

PS-101A Yes 3 359 3 10.0 N/A 56/53/50 15 N/A Yes A N/A 72 2713/16 x 1615/16 x 135/16

PS-121A Yes 3 258 3 11.9 N/A 53/50/47 15 N/A Yes A N/A 72 2713/16 x 1615/16 x 135/16

PSH-141A Yes 3 297 3 13.8 10.8 55/54/53 15 N/A Yes A N/A 83 301/8 x 187/16 x 155/8
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COOLING 5,000 to 10,000 BTUH

COOLING 12,000 to 36,600 BTUH

COOLING WITH ELECTRIC HEAT

HEAT PUMPS

THRU-THE-WALL SERIES

CASEMENT SERIES

PORTABLE A/C

18©Interior trim kit for BG, BGE Series: Models use wall sleeve
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