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Ignition Electric Box**
*Prior to 9/03, pressure switch was located on the inner wall just above the limit control.

Orifice

**Separated Combustion Blower Type Unit  ONLY

Disconnect Switch**

10A

page 9

page 9

Door Interlock**
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Control Compartment—Standard Power Vent Blower Type Model (Sizes 30–125)

Code Description Model Size
30 45 60 75 100 125 150 175 200 225 250 300 350 400

1A High Temperature Limit 
Control, Auto Reset (NOTE: 
Color listed is the color of the 
identifying dot on the limit 
control label. “None” indicates 
no colored dot on the label.) 

Std Power Vent & 
Separated Combustion 

Fan Type Unit
96512, 220°F, Blue 45602, 180°F, None

85449, 
200°F, 
Yellow

45602, 
180°F, 
None

82091, 
160°F, 
Red

45602, 
180°F, 
None

82091, 
160°F, 
Red

45602, 
180°F, 
None

85449, 
200°F, 
Yellow 

45602, 180°F, None 

Std Power Vent & 
Separated Combustion 

Blower Type Unit

201961, 
275°F, Green

96512, 
220°F, 
Blue

85449, 200°F, Yellow 
96512, 
220°F, 
Blue

201961, 
275°F, 
Green

45602, 
180°F, 
None

202048, 240°F, 
Silver

45602, 180°F, 
None

201962, 
250°F, 
Orange 

202048, 
240°F, 
Silver 

85449, 
200°F, 
Yellow 

1B High Temperature Limit 
Control, Auto Reset - Std 
Power Vent Fan Type Heater 
w/Opt AL2B

Std Power Vent Fan 
Type-45LN (low noise) N/A

85449, 
200°F, 
Yellow

N/A

2 Limit Control Plate All 170025
3 Limit Control Bracket Std Power Vent & 

Separated Combustion 
Fan Type Unit

170026

Std Power Vent & 
Separated Combustion 

Blower Type Unit
201771 202701

4 Flame Rollout Switch, Manual 
Reset

Std Power Vent & 
Separated Combustion 

Fan Type Unit

197033, 
210°F/−31°F, 

Violet Dot
196949, 225°F/−31°F, Red Dot

196950, 
250°F/−31°F, 

Yellow Dot
— — — — — — — —

5 Control Mounting Bracket Std Power Vent & 
Separated Combustion 

Fan Type Unit
195551 195294

Std Power Vent Blower 
Type Unit 195551 202736

Separated Combustion 
Blower Type Unit 195551 195294

6 Cntrl Mounting Bracket Gasket All 195664 195669
7 Circuit Board (DSI Ign-Cntrl) All 195265, UTC 1097-210, Serial No.Code 79

7A Fuse for Circuit Board All PN 201685 or replace with a field-supplied Type ATC or ATO 3 amp fuse, Color Code Violet
8 Flame Sensor All 195292
9 Ignitor (Electrode Assy) All 175272

10A Transformer

115V

Std Power Vent & 
Separated Combustion 

Fan Type Unit
175265, 25VA

All*
194808, 40 VA (*40VA transformer only applies to Std Power Vent & Separated Combustion Fan Type Unit Heaters 

when equipped with multiple heater control Option CL31)
208V-230V/1ph 194536, 40 VA

208V-230V/3ph
Std Power Vent & 

Separated Combustion 
Blower Type Unit

— — — — — — 194536, 40 VA

 10B 
**

Xformer w/ 
Opts D10/14 
DDC Cntrls

115V Std Power Vent & 
Separated Combustion 
Fan Type Unit150–400 

with Opt D10&D14 

N/A 175265, 25VA and 194808, 40VA

208V-230V/1ph N/A (2) 194536, 40 VA

11 Stepdown 
Transformer

480V supply 120V Std Power Vent & 
Separated Combustion 

Blower Type Unit

— — — — — — 11100 , 1/2 KVA
575V supply 120V — — — — — — 202056, 575/120
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Cabinet Parts

page 6

CODES 60A, 
60B, and 61; 
CODE 62 - 
clips behind 
(not shown)

(Quantities other than one 
are listed in parentheses)

57B - Flue Collar Support,
Sizes 200–400, PN 254952

CODE 
57B

Hanger Bar on top of Std Power 
Vent or Separated Combustion 
Blower Type Units

UDAP Part No 
(APD Part No)

Code Description Model Size
30 45 60 75 100 125 150 175 200 225 250 300 350 400

40 Bottom Pan 
Assembly All 195772 

(1000039)
196025 

(1000042)
196350 

(1000043)

41 Left Side Panel All 195492* 
(1000003)

195493* 
(1000004)

195494* 
(1000005)

195562 
(1000020)

195563 
(1000021)

195564 
(1000022)

42
Heat 
Exchanger 
Support

All 196317** 196318** 196319** 196320** 196321** 196322**

Heat exchanger support and support gaskets for Sizes 150–400 
are part of replacement heat exchanger (see page 19)43A

Heat 
Exchanger 
Support 
Gasket

All (2) 236155

43B
Sheet Metal 
Screw, 
#8-18 × 3/8ʺ

All 195638

44

Front Panel (if 
replacing on 
unit mfd before 
APR 2010, 
requires top 
panel, CODE 
48)

Std Power Vent 
& Separated 

Combustion Fan 
Type Heaters

195489** 
(1000010)

195490** 
(1000011)

195491** 
(1000012)

201692 
(1000044)

201693 
(1000045)

201694 
(1000046)

Std Power Vent 
& Separated 
Combustion 
Blower Type 

Heaters

201755 201756 201757 201692 
(1000044)

201693 
(1000045)

201694 
(1000046)

45A Horizontal 
Louver All (3) 195314 

(1000040)
(4) 195314 
(1000040)

(6) 195314 
(1000040)

(5) 195578 
(1000041)

(7) 195578 
(1000041)

(10) 195578 
(1000041)

45B
Compression 
Spring for 
Louvers

All (3) 195046 (4) 195046 (6) 195046 (5) 195046 (7) 195046 (10) 195046

46

Hanger Bar, 
right

Std Power Vent 
& Separated 
Combustion 
Blower Type 

Heaters

202744 202746 202748 202750 202752 202754 202756 202758

Hanger Bar, 
left 202743 202745 202747 202749 202751 202753 202755 202757

47 Clip Nut (for 
hanging) All (2) 196336

48

Top Panel, 
includes six (6) 
captive nuts 
(PN 96385)—
as of APR 
2010, includes 
CODE 50***

Std Power Vent 
& Separated 

Combustion Fan 
Type Heaters

      195498*,** 
(1000009)

195556 
(1000027)

195557 
(1000029)

Std Power Vent 
& Separated 
Combustion 
Blower Type 

Heaters

201406 ** 202944 195557

49 Top Air Baffle

Std Power Vent 
& Separated 

Combustion Fan 
Type Heaters

195545 195546 195547 195548 195549 195550 — — — — — — — —

Std Power Vent 
& Separated 
Combustion 
Blower Type 

Heaters

— — — — — — 202945 202946 — — — — —

50 Top Door Seal UDAP, UDAS, 
UDBP, UDBS 195999 (beginning 4/2010, part of top panel, Code 48) 196225 (beginning 4/2010, part of top panel, Code 48)

*Parts chang, effective APR 2012, not interchangeable with previously manufactured part with same PN.
**Parts change, effective 18 MAR 2003, not interchangeable with previously manufactured part with same PN.
***Replacing Top Panel on a unit manufactured before APR 2010 requires new CODE 44.
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Venter and Flue Wrapper Components
page 18)

CODE 100 - Venter 
Motor and Wheel 
Assemblies 
showing 
Components and 
Spacing

CODE 109 - Venter 
Motor Capacitor

See PN’s below and 
location on page 4.

Code Description Model
Size

30 45 60 75 100 125 150 175 200 225 250 300 350 400

98 Venter housing
All

196248 195634 prior to 7/23/09; 257029 after 7/23/09

99 Venter housing gasket 196012 196013 prior to 7/23/09; 254935 after 7/23/09

100

Venter 
motor and 

wheel 
assy 

(NOTE: 
For 460V 
and 575V 

supply 
use 115V 

venter 
motor)

115V All (not w/AV6) 220779 220780 220782 220784 220786

208/230V/1ph
Std power vent 
and separated 
combustion fan 

type heaters
220781 220783 220785 220787

208/230V/3ph

Std power vent 
and separated 

combustion 
blower type 

heaters

N/A 220783 220785 220787

NOTE: CODE 100 includes Codes 101, 102, 103A, 103B, 104, 106A, 106B, 107, 108A or B, and 110.

101 Venter motor bracket

All

195072* — — 195072*

102 Venter motor isolator (3) 194534

103A Venter motor isolator 
bushing (3) 194803

103B Venter motor isolator 
bushing screw (3) 113275

104 Venter motor plate 194806 194910

105 Venter motor plate gasket — — — — — — — — 201472

106A Venter motor clip Not required

106B Venter motor clip screw Not required

107 Venter 
wheel

All models except std power 
vent fan type heater with CV 195036 195666

Std power vent fan type heater 
with AV6 opt (common vent) 211819 — — — — — — — — —

* Not needed with 236160 through 236163 venter motors.




