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Tecumseh Products Company 
Hermetic Condensate Evaporative Unit 

 
 

Model: AKA9426YXAEC          BoM: 32D304-1           R134a          1/2 HP 
 

 
 

Model 
Dimensions, inches Line Connection* Pumpdown Air Oil Ch Gr. Wt. 

L W H CH Suction Liquid 90 F 90% SCFM Oz. Lbs. 
AKA9426YXAEC 20.0 12.9 11.5 10.6 1/2” F 1/4” F 2.5 lbs. 280 17.3 64 

* F = Flare, S = Solder, RF or RS = Rotolock with Flare or Solder Connections, C = Compression Fitting 
Factory charge: 20 PSIG Nitrogen – MUST BE EVACUATED 

 

  Ambient Temperatures 

Evaporator T, 80°F 90°F 100°F 110°F 

°F PSIG BTUH Watts Cond T BTUH Watts Cond T BTUH Watts Cond T BTUH Watts Cond T 

-10 1.9 1505 402 96 1245 376 103 984 350 110 724 324 117 

-5 4.1 1873 447 100 1591 424 107 1310 401 114 1028 378 121 

0 6.5 2231 494 104 1928 474 111 1625 454 118 1321 434 125 

5 9.1 2579 541 108 2254 524 115 1930 507 122 1605 490 129 

10 11.9 2916 588 112 2570 574 119 2224 560 126 1878 546 133 

15 15.0 3244 636 116 2877 625 123 2509 614 130 2142 603 137 

20 18.4 3562 684 121 3173 676 128 2784 668 134 2395 660 141 

25 22.1 3869 733 125 3459 728 132 3048 723 139 --- --- --- 

30 26.1 4167 783 130 3735 781 136 --- --- --- --- --- --- 

35 30.4 4454 833 134 4001 834 141 --- --- --- --- --- --- 

40 35.0 4731 883 139 --- --- --- --- --- --- --- --- --- 
 

60 Hz Performance 
Return gas temp 40F below 20F evaporator,  

and 65F above 20 evap, 5F sub cooling 
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Specifications/ Parts:  
 

Unit Model AKA9426YXAEC 

 

Fan Motor 810L009B96 
Unit Bill of Material 32D304-1 Fan Motor RLA 0.58 
Refrigeration Range -10 F to 45° F Fan Blade 4VEA009 
Design Pressure Low 150 Fan Shroud 71032 
Design Pressure High 450 Fan Guard 1-055-223 
Nominal Volts-Hz-Ph 115/60/1 Condenser 50837-1 
  Receiver Tank 51080-1 
Voltage Range 103-127 Liquid Valve 31584-1 
Min. Circuit Ampacity 12.46 Suction Valve 31579-1 
Max. Fuse Size (amps) 20 Power Cord N/A 
    
Compressor Model AKA4460YXA Unit Drawing DGU1915-2 
Comp. Bill of Material AK168AT-038-J7 Wiring Diagram 90701 
Compressor RLA/LRA 9.5/48   
Overload 8300MRAG17 Replacement Kit: Relay N/A 
Relay 8200EMBJ97 Replacement Kit: O/L K90-23 
Run Capacitor N/A Replacement Kit: St. Cap K146-25 
Start Capacitor 85PS165C96    
     
     

 
 
 
 
 

Electrical Diagram 
 

 


